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Optional Carrying Case

Model 700 Power Drive
• Heavy-duty hand-held power drive.
• Features reversible 1.100 W, 115 V or 230 V universal motor.
• Capacity 1⁄8 - 2" (6 - 50 mm) pipe, 1⁄4"-1" (8 - 25 mm) bolt with OO-RB die heads. Designed for 

RIDGID No. 12-R die heads. Other RIDGID die heads (OO-R, OO-RB, 11-R) using adapters. 
Also used with 258/258XL pipe cutters.

Technical Specifications
• Motor: Universal, 1.100 W, 115 V or 230 V 50/60 Hz.

• Switch: Double-throw reversible.

• Gear Head: Spur gear reduction face gear drive. Spring-loaded adapter pawls. Hardened 
steel spindle gear.

• Body: Cast aluminum.

• Spindle Speed: 26 - 30 RPM (no load).

• Capacity: 1⁄8 - 2" Pipe (6 - 50 mm). 1⁄4 - 1" (8 - 25 mm) Bolt (using OO-RB Die Heads).

• Weight: 25 lbs. (11 kg) Power Drive only.

• Length: 281⁄4" (71,7 cm).

Catalog 
No.

Model 
No. Description Dies

Weight
lb. kg

46832 700 Power Drive Only, 115 V, 25 - 60 Hz BSPT 303⁄4 14
12651 700 Power Drive Only, 230 V, 25 - 60 Hz BSPT 303⁄4 14
16251 700-C 115 V, 25 - 60 Hz 1⁄2 - 2" BSPT BSPT 811⁄2 37
16241 700-C 230 V, 25 - 60 Hz 1⁄2 - 2" BSPT BSPT 811⁄2 37

Accessories
42600 770 Adapter for OO-R and OO-RB 43⁄8 2
42605 771 Adapter for O-R 43⁄8 2
42610 772 Adapter for 11-R and R-200 (1⁄8" - 11⁄4") 43⁄8 2
42615 773 Adapter for 111-R 23⁄16 1
42620 774 Square Drive Adapter - (15⁄16") 24 mm 43⁄8 2
42625 775 Support Arm for No. 700 11 5
42950 B-171-X Metal Carrying Case for No. 700 and Accessories 283⁄4 13

700-C includes 12-R die heads (1⁄2" - 2"), carrying case and No. 775 support arm.

Use the model 775 Support Arm to help resist torques developed 
when threading pipe 1" in diameter and larger.




